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Optimized Performance Chart AGM 95/1 - 190/2 - 380/4
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The optimized performance chart applies to water, and should be considered as guidance only.
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Pumps

Bare shaft pump
Pump with NBR lobes and hardened 

steel wear parts

Unit
Pump mounted on standard frame 

with gear and electric motor

Hydraulic
Pump with hydraulic operation

Options

Stainless steel wear parts
Wear linings, wear plates, clamps and 
bolts for clamps/wearplates made of 

AISI 316 stainless steel.

Viton lobes
Lobes made of heat resistant viton 

(max. 120º Celcius)

Extreme Duty
Lobes and shafts designed

for high performance

Relief valve system Safety valve with flanges Heat sensor
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Pumpekurve AGM 95/1 i vand
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600 Rpm

Pressure
(bar) Power Consumption Table (kW) for AGM 95/1

10 7 8 9 10 11 12 13
9 6.8 7.2 8 9.5 10.5 11 12.5
8 6 6.3 7.5 9 10 10 11.5
7 4.9 5 6 7 8 9 9 11
6 4.5 4.5 5.2 6 7 7.5 8 10
5 4 4 4.8 5 6 6 7.5 9
4 2.8 3 3.5 4 4.5 5.4 5.5 7 8
3 2.2 2.5 3 3.5 4 4.3 4.5 6 7
2 1.5 2 2.2 3 3.5 4 3.5 4.5 5
1 1 1.5 2 2.5 2.8 3 3.2 3.5 4
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Pump Operation RPM

Performance Curve for AGM 95/1 (water)
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AGM 95/1 Item No. Unit Price 
EUR

Extra Charges EUR
Stainless Steel 

Wear Parts Viton Lobes SS Wear Parts 
+ Viton Lobes

Bare shaft pump 23260055 3,193.-

+ 410.- + 880.- + 1,280.-

1.5 kW unit 2625095015 5,253.-
2.2 kW unit 2625095022 5,325.-
3 kW unit 2625095030 5,810.-
4 kW unit 2625095040 6,231.-

5.5 kW unit 2625095055 6,633.-
7.5 kW unit 2625095075 7,375.-
11 kW unit 2625095110 7,674.-
Hydraulic 26200389-3 4,900.-

Article No. Description Unit price EUR

Options
26290095 Relief valve system 2,420.-

26200203-8 Safety valve with flanges 875.-
23260811 Dry running protection 288.-
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Pumpekurve AGM 190/2 i vand
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Pressure
(bar) Power Consumption Table (kW) for AGM 190/2

10 8 10 12 15 16 17.5 18 20 22 25
9 7.5 9 12 14 15 17 17 18 21 23
8 7 8 11 13 14 16 16 17 20 21
7 6 7.5 10 11 12 15 15 16 19 20
6 5.5 7 9 10 11 14 14 15 18 18
5 4 5 6 7.5 9 10 11.5 12 14 15 17
4 3.5 4.5 5 6 8 9 10 11 12 12 14
3 3 4 4 5 7 8 8 9 10 11 13
2 2.2 3 3.8 4 6 6 7 7 9 9 8.5
1 1.8 2 2.5 3 3.5 4 4.5 5 5.5 6 7.5
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Pump Operation RPM

Performance Curve for AGM 190/2 (water)
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AGM 190 Item No. Unit Price 
EUR

Extra Charges EUR

Extreme Duty 
(AGM 190/1)

Stainless Steel 
Wear Parts Viton Lobes* SS Wear Parts 

+ Viton Lobes*
Bare shaft pump 190/2 23260060 3,399.- 470.- 1,620.- 2,090.-

Bare shaft pump ED 190/1 23230060 4,034.- 470.-
3 kW unit 190/2 2625190030 6,210.-

635.- 470.- 1,620.- 2,090.-

4 kW unit 190/2 2625190040 6,510.-
5.5 kW unit 190/2 2625190055 7,035.-
7.5 kW unit 190/2 2625190075 7,962.-
11 kW unit 190/2 2625190110 8,740.-
15 kW unit 190/2 2625190150 9,410.-

18.5 kW unit 190/2 2625190185 10,080.-
Hydraulic 190/2 26200389-1 5,892.-

Options

Article No. Description Unit Price EUR
26290190 Relief valve system 2,770.-

26200167-7 Safety valve with flanges 1,050.-
23260811 Dry running protection 288.-

* = available for AGM 190/2 pumps only.
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Pumpekurve AGM 380/4 i vand
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Pumpekurve AGM 380/4 i vand
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6 8 10.5 13 16 18.5 21.5 25 29 35 35
5 7 9.5 11 14 16.5 19 21 24 27 30
4 4.5 6 8 9.5 12.4 13.5 16 19 21 23 26
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2 3 4 5 6.5 7.5 9 10 11 14 15 17
1 2.2 3 3.5 4 5 5.5 5.5 6 9 10 13
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Performance Curve for AGM 380/4 (water)

Flow m3/hour

AGM 380 Item No. Unit Price 
EUR

Extra Charges EUR

Extreme Duty 
(AGM 380/2)

Stainless Steel 
Wear Parts Viton Lobes* SS Wear Parts 

+ Viton Lobes*
Bare shaft pump 380/4 23260065 4,048.- 540.- 2,960.- 3,500.-

Bare shaft pump ED 380/2 23230065 5,193.- 540.-
4 kW unit 380/4 2625380040 6,840.-

1,145.- 540.- 2,960.- 3,500.-

5.5 kW unit 380/4 2625380055 7,642.-
7.5 kW unit 380/4 2625380075 8,280.-
11 kW unit 380/4 2625380110 9,177.-
15 kW unit 380/4 2625380150 9,880.-

18.5 kW unit 380/4 2625380185 10,584.-
22 kW unit 380/4 2625380220 11,082.-
Hydraulic 380/4 26200389 6,789.-

Options

Article No. Description Unit Price EUR
26290380 Relief valve system 3,230.-

26200236-10 Safety valve with flanges 1,280.-
23260811 Dry running protection 288.-

* = available for AGM 380/4 pumps only.
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Agrometer a/s Fælledvej 10 • DK-7200 Grindsted • Tel.: +45 76 72 13 00 • Fax: +45 76 72 13 97

Manual
AGM 95/1-190/2-380/4

5

I figur 1 kan pumpens dimensioner, vægt og ydelse aflæses.

Dimensioner og vægt.

Ydelse og tryk.
Pumpe Fortrængnings-

volumen  L
Max ydelse ved

600 rpm. (m³/t)  *
Max arbejdstryk

(bar)
95/1 0,95 34 10

190/2 1,9 68 10
380/4 3,8 137 6

* Gælder for vand. Det højest tilladelige omdrejningstal er stærkt afhængig af mediets viskositet.

** Efter Dansk Standard DS 623   /    DIN 2633 Norm.

Tekniske data.

Pumpe A B C E F G H I J K**
95/1 354 300 198 150 75 185 366 215 251 DN80

190/2 404 300 198 150 75 185 366 215 251 DN100
380/4 504 325 218 220 110 260 386 215 251 DN150

Pumpe L M N O P Q Vægt
95/1 80 142 ø32 j6 116 13 162 72 kg

190/2 80 142 ø32 j6 141 13 187 82 kg
380/4 80 162 ø32 j6 191 13 202 105 kg

Dimensionerne i tabellen er
uden tolerancer og skal
betragtes som vejledende.
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Model A B C E F G H I J K** L M N O P Q Weight

95/1 354 300 198 150 75 185 366 215 251 DN80 80 142 ø32 j6 116 13 162 72 kg

190/2
404 300 198 150 75 185 366 215 251 DN100 80 142 ø32 j6 141 13 187 82 kg

190/1 ED

380/4
504 325 218 220 110 260 386 215 251 DN150 80 162 ø32 j6 191 13 202 105 kg

380/2 ED

Model Displacement volume(l) Max. flow* (m3/hour) Max. pressure (bar)

95/1 0,95 28 10

190/2 1,9 50 8

190/1 ED 1,9 65 10

380/4 3,8 80 6

380/2 ED 3,8 130 8

Technical Data
Flow and pressure:

Dimension sketch:

* = applies to water. The performance is highly dependent on the liquid’s viscosity.

* = according to DS 623 / DIN 2633 Norm.

The dimensions are without tolerances and should be considered as guidance.
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Agrometer has been serving the marine industry with durable 
pump solutions since 1994.

Each pump unit is carefully assembled and thoroughly tested 
at our own facilities before shipment.

Agrometer was founded in 1978 and is located in Grindsted, 
Denmark, on a 27,000 sq.feet ground with production, 
warehouse and administration facilities.

The location is just 10 min. drive from Billund International 
Airport, pumps and parts can be shipped to any destination 
world-wide within 48 hours.

Your Experienced World Wide 
Pump Supplier
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